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Obstacle Light

Vertical Beam Spread

Technical data:

Operating voltage: 
13-35V DC (HF10 DC)
Nominal power: 
6W

Connector:
-  operating voltage
-  shielding (DC) / 
   earth wire (AC)
-  failure signal

Error message:
-  after 50.000
   operating duration
-  LED-breakdown
-  Fail-Safe

Obstacle light HF10
for nighttime marking of aero-
nautical obstacles, according to
the german general administration
rule and the ICAO Low Intensity,
Type A

- 10 Cd, red
- maintainance-free
- fail safe LED- technology
- durable (>50.000h)
- self supervisory
- low power consumption, ideal
  for emergency power use
- wide range of
  operating voltage

LANTHAN
E n t w i c k l u n g e n  m b H  &  C o .  K G
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Obstacle Light HF10

Energy saving Obstacle light for the nighttime marking of
aeronautical obstacles in durable LED-technology.

features:
- small design
- maintainance-free
- energy saving
- long lifespan

Technical data

Operating voltage 13 bis 35 V
Valid operating temperature -40 bis +80 °C
Nominal power ca. 6 W
Operational current Ub = 13V 0,5 A

Ub = 24V 0,3 A
Ub = 30V 0,2 A

Intensity of light > 10cd red, 360° horizontal
according to ICAO Annex 14
Low Intensity, Type A

Lifespan >50 .000h
Enclosure Aluminium, seawaterresistant

PMMA, UV-resistant
Protection class IP 67, with venting element
Weight 400g
Dimensions ca. 64 x 103 (body without plug)
Surge protection Integrated
Failure detection Integrated, fail-safe 24V DC

(at 24V supply voltage)
Measuring of operating duration Integrated, failure after 50.000h
Specifications CE certified

accredited:
ICAO Annex 14,1 and 2
General administration rule of the
german federal government by BMVBW

Connector 2-4pole, according to application
2 x operating voltage
1 x earth wire
1 x failure signal

Obstacle Light

LANTHAN
Gesellschaft für technische
Entwicklungen mbH & Co. KG
Herdentorsteinweg 44/45
D-28195 Bremen
Tel.: 0421 / 800 48 - 20
Fax.: 0421 / 800 48 - 21
Email: info@lanthan-bremen.de
www.lanthan-bremen.de

Dimensions
Siedeview M:1:2
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Bottom disk M:1:2

The drillings with M6 screw threads
are for the fortification of the
light

plug / threaded cable
connection

venting element


